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• Micron ratings from 1 to 1500
• All industry standard and custom sizes available

• Wide chemical compatibility
• Sewn construction
• Handles standard on all bags

•  Economical removal of non-deformable contaminants
• 
•  s
•  Temperature ratings to 350ºF
• Polyester and nylon materials meet FDA regulations

for contact under CFR21, section 177.1520
• Silicone-free construction

   Mesh Bag Materials

media 
is woven from threads made

from this material are low 
cost and disposable.

is woven 

openings are square and uniform.
Bags made from this material have 
excellent strength. 

 Micro Ratings     

1       5     10     25     35      45     50    75   100   125   150

Mesh Materials  

• • • • •• •

Mesh Bag Styles
Steel-ring bags have a galvanized steel ring (stainless steel optional) sewn into 
the top of the bag.  They are supplied with sewn seams standard.

top of the bag. 
They are supplied with sewn seams standard (welded collars available upon 
request).

175       200       250       300       400          600         800         1000         1500

• • • • • •• • •

Ordering Information

Ring / Flange Styles   Options Micron RatingMedia Type Bag Dimensions
Size Diam. Length

P1 =     7.06”     16.5”

P2 =     7.06”     32.0”

P3 =     4.12”      8.0”

P4 =     4.12”    14.0”

P5 =     4.12”     24.0”

P7 =     5.50”     15.0”

P8 =     5.50”     21.0”

P9 =     5.50”     31.0”

P11 =   8.50“    16.0”

P12 =   8.50”     32.0”

C1 =     7.31”    16.5”

C2 =     7.31”     32.5”

RP-1 = 8.0”       30.0”

RP-2 = 8.0”       40.0”

PC-1 = 9.0”       20.0”

PC-2 = 9.0”       30.0”

X1 =     4.35”      8.0”

X2 =     4.35”    14.0”

XO1 =  6.0“       22.0”

See Chart

See Chart

See Chart

See Chart

S = Galvanized steel

SS = Stainless steel

PP = Polypropylene ring

T = Titanium

P = AJR-P Flange

F = AJR-F Flange

OSS = AJR OSS Flange

DS = Draw string

NR = No ring

E = Santoprene 

H = Handle (Standard on all ring style bags)

EB = Edge binding

A = Auto seams

TTA = Turn, top stich, auto seam

RC = Reverse collar

•••

• • • •• • ••

• • • •• • ••

• • • •• • ••

•

•
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AJR NMO Welded Filter Filter Data Sheet

Rev. 1/31/17
AJR Filtration, Inc. • 1200 Rukel Way • St. Charles, IL  60174

Phone: 630.377.8886 • Fax: 630.377.8889 • www.ajrfiltration.com

 
•  For use on size #3 and #4 bag systems
•  Wide Chemical Compatibility
•  Constructed using Mono!lament Mesh materials

    - Uniform pore size
    - Structurally strong
•  Fully welded side seam & endcaps
    - Eliminates bypass
•  No needle holes, thus increasing e"ciencies
    by preventing by-pass.  Elimination of threads

 Micron  Individual Bag Filter

WE - BC

 Middle Media Layer

1 = 1 micron

5 = 5 micron

10 = 10 micron

25 = 25 micron

35 = 35 micron

40 = 40 micron

55 = 55 micron

75 = 75 micron

100 = 100 micron

150 = 150 micron

200 = 200 micron

250 = 250 micron

300 = 300 micron

400 = 400 micron

600 = 600 micron

800 = 800 micron

W. T. Maye, Inc. (WTMI)
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Standard Felt Liquid Filter Bags Filter Data Sheet
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• Micron ratings from 1 to 200
• All industry standard & custom sizes available
• Broad chemical compatibility

• Sewn or fully-welded construction
• Handles on all bags

• Temperature ratings to 200ºF (PO), 275ºF  (PE ),

Felt Bag Materials
ter, 

dia.  

• Polypropylene  and Polyester  materials meet FDA 
regulations for food contact under CFR21, Section 177.1520

• Silicone-free construction
• High dirt holding capacity
• Ability to remove both solid and gelatinous particles
• Low cost

Welded Construction

Fully-welded bags are available in polypropylene and 

y-pass
hedding

Ordering Information

Felt Bag Styles
Steel-ring bags have a galvanized steel 
ring (stainless steel optional) sewn into 
the top of the bag.  They are supplied with 
sewn seams standard.

top 
of the bag. They are supplied with sewn seams standard (fully-welded 
seams available upon request).Felt Materials Micron Ratings

Polyester

Polypropylene

Ring / Flange Styles   OptionsMedia Finish Micron RatingMedia Type Bag Dimensions
Size Diam. Length

1      3      5    10     25     50    75    100   200

Nomex®

CLEAN 
FLUID

DIRTY 
FLUID

Glazed/singed

Plain 
inner

media traps
contaminants
within its depth

P1 =     7.06”     16.5”

P2 =     7.06”     32.0”

P3 =     4.12”      8.0”

P4 =     4.12”    14.0”

P5 =     4.12”     24.0”

P7 =     5.50”     15.0”

P8 =     5.50”     21.0”

P9 =     5.50”     31.0”

P11 =   8.50“    16.0”

P12 =   8.50”     32.0”

C1 =     7.31”    16.5”

C2 =     7.31”     32.5”

RP-1 = 8.0”       30.0”

RP-2 = 8.0”       40.0”

PC-1 = 9.0”       20.0”

PC-2 = 9.0”       30.0”

X1 =     4.35”      8.0”

X2 =     4.35”    14.0”

XO1 =  6.0“      22.0”

PE = Polyester

PO = Polypropylene

HT = Nomex®

See Chart

See Chart

See Chart

See Chart

P = Plain (PE, PO)

G = Glazed (PO)

S = Singed (PE, HT)

S = Galvanized steel

SS = Stainless steel

PP = Polypropylene ring

T = Titanium

P = AJR-P Flange

F = AJR-F Flange

OSS = AJR OSS Flange

DS = Draw string

NR = No ring

   E = Santoprene 

H = Handle (Standard on all ring style bags)

EB = Edge binding

A = Auto seams

TTA = Turn, top stich, auto seam

RC = Reverse collar

SB = Spun bond cover

MC = Mesh cover

WE = Fully Welded Construction

W. T. Maye, Inc. (WTMI)

1-877-705-9864 / info@wtmi-usa.com
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High Performance 500 Series Liquid Filter Bags Filter Data Sheet
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• Micron ratings from 0.5 to 32

• Stainless steel ring standard
• Wide chemical compatibility
• Excellent oil absorbing capabilities
• Handles on all bags

Ordering Information

Ring / Flange Styles   Options Micron RatingMedia Type Bag Dimensions
Size Diam. Length

P2 =     7.06”     32.0”PO - Polypropylene

PE - Polyester

See Chart SS = Stainless steel

PP = Polypropylene ring

P = AJR-P Flange

F = AJR-F Flange

OSS = AJR OSS Flange

H = Handle (Standard on all ring style bags)

media (depending on micron).  This compares with only 4.4 sq. ft. 

t
il 

er 
from 

pure polypropylene or polyester and are free of potentially 
damaging silicone oils.

materials provide high 
eedle 

extended life.

This multilayer technology option results in a true graded density
material with high performance levels.

Depending on the micron.

Product Number 520A          521A            522A           523A             525A          527A         529A

Dirt Holding Capacity (AC Fine)

Oil Holding Capacity (Mineral Oil)

225 gms       225 gms        225 gms       450 gms        670 gms       955 gms  

4510 gms     4510 gms     4510 gms     5150 gms     6530 gms    5450 gms   

1µm 2µm               3µm              5.0µm          13µm   32µmMicron Rating

Testing  @ 50 GPM

99%               99% 99% 97%               95%             95%  

40-56 SQUARE FEET
OF MEDIA COMPARED TO

4.4 SQ. FT. FOR MOST
FILTER BAGS!

4510 gms

225 gms

99%

0.5µm

W. T. Maye, Inc. (WTMI)

1-877-705-9864 / info@wtmi-usa.com
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ESP Extended Surface Pleat Liquid Bag Filter Filter Data Sheet

Rev. 1/31/17
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Ordering Information

Ring & Flange Style Micron Media Type Options

S = Galvanized Steel

SS = Stainless Steel

P = AJR P Flange

F = AJR F Flange

See Chart

See Chart

AJR Filtration introduces the ESP Extended Surface 
Pleat . The ESP Extended Surface Pleat bag 

is designed for high dirt holding capacity and 

Under normal operating conditions this bag should 
provide ~ 4X the life of a standard nominal bag. The 
longer life reduces change-out frequency, therefore 
increasing product throughput and reducing downtime 

~4X THE LIFE OF A 
STANDARD NOMINAL BAG!

P2 = 7.06” x 32”

Bag Dimensions

Unique internal 
pleats consisting of
two layers of
pleated felt.

Features

Under normal operating conditions.

PES - Polyester

POG - Polypropylene

H = Handle (Standard on all ring style bags) -ESP

• Micron Ratings from 1 to 100
• Wide Chemical Compatability
• Polypropylene  and Polyester  materials meet FDA 

regulations for food contact under CFR21, Section 177.1520
• Silicone-free construction
• Choice of Steel Ring or Plastic Flange
• Handles on all bags

Felt Materials Micron Ratings

Polyester

Polypropylene

1      5      10      25     50      75     100   

OSS = AJR OSS Flange

W. T. Maye, Inc. (WTMI)

1-877-705-9864 / info@wtmi-usa.com

W. T. Maye, Inc. (WTMI) / 1-877-705-9864 / info@wtmi-usa.com / www.wtmi-usa.com
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High Efficiency Microfiber Filter Bags
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• Micron ratings from 0.5 to 50.0

• All industry standard and custom sizes available

• Wide chemical compatibility
• Excellent oil absorbing capabilities
• Handles on all bags

Ordering Information

Ring / Flange Styles   Options Micron RatingMedia Type Bag Dimensions
Size Diam. Length

P1 =     7.06”     16.5”

P2 =     7.06”     32.0”

P3 =     4.12”      8.0”

P4 =     4.12”    14.0”

P5 =     4.12”     24.0”

P7 =     5.50”     15.0”

P8 =     5.50”     21.0”

P9 =     5.50”     31.0”

P11 =   8.50“    16.0”

P12 =   8.50”     32.0”

C1 =     7.31”    16.5”

C2 =     7.31”     32.5”

RP-1 = 8.0”       30.0”

RP-2 = 8.0”       40.0”

PC-1 = 9.0”       20.0”

PC-2 = 9.0”       30.0”

X1 =     4.35”      8.0”

X2 =     4.35”    14.0”

XO1 =  6.0“        22.0”

POMF - Polypropylene

PEMF - Polyester

See Chart

See Chart

S = Galvanized steel

SS = Stainless steel

PP = Polypropylene ring

T = Titanium

P = AJR-P Flange

F = AJR-F Flange

OSS = AJR OSS Flange

NR = No ring

H = Handle (Standard on all ring style bags)

Standard ring bags have a galvanized steel ring (stainless steel 
optional) sewn in the top of the bag. They are supplied with
sewn seams standard.  

top of the bag.

materials .
The optional addition of a needle punched felt layer provides a

This multilayer technology option results in a true graded density
material with high performance levels.

Micron Ratings

Polypropylene

0.5A     1A      2A      5A    10A    25A    50A     90A 

Polyester

HIGH EFFICIENCY FILTER BAG

Inner Layer
Meltblown

Meltblown

Outer Cover

Filter Data Sheet

W. T. Maye, Inc. (WTMI)

1-877-705-9864 / info@wtmi-usa.com
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Absolute Rated High Efficiency Microfiber Filter Bags Filter Data Sheet
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   - Absolute (98%) micron ratings from 3 - 100 micron

- Microfiber layers are thermally-bonded and contain no adhesive, resin or silicone

- Graded-layer configuration provides low initial pressure drop and maximum dirt holding capacity

- Wide chemical compatibility

High Efficiency Microfiber Materials
Polypropylene microfiber materials provide high efficiencies at low micron 

ratings. The layer configuration of the BOSA bags includes proprietary 

Nanowave media and a needlefelt outer cover. The multilayer configuration

achieves a graded density structure increasing efficiency and adding life 

compared to standard POMF bags due to greater depth filtration. Precise 

particle retention allows use of BOSA bags in a wide variety of applications 

where absolute filtration is necessary. The polypropyele composition allows 

for the BOSA bags to absorb up to 15-20 times their weight in oil and last up 

to 18 times longer than traditional bags (depending on the application and 

particle distribution). Recommended changout is 10-15 lbs. differential pressure. 

Max differential pressure is 35PSIG.

   

Ordering Information

Ring / Flange Styles   Options Micron RatingMedia Type Bag Dimensions
Size Diam. Length

P2 =     7.06”     32.0”BOSAPO See Chart SS = Stainless Steel Ring

PP = Polypropylene Ring

P = AJR-P Flange

F = AJR-F Flange

OSS = AJR OSS Flange

H = Handle 

Product Number BOSAPO3          BOSAPO5         BOSAPO10         BOSAPO25         BOSAPO50          BOSAPO75           BOSAPO100 

Dirt Holding Capacity 

Micron Rating

649

98%

3

649

98%

5

649

98%

10

670

98%

25

780

98%

50

955

98%

75

955

98%

100

W. T. Maye, Inc. (WTMI)
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XOAM, Revolutionary Oil Absorbing Bag Filter Data Sheet

Rev. 1/31/17
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• Micron ratings from 0.5 to 150.0
• 2 industry standard sizes

• Wide chemical compatibility
• Excellent oil absorbing capabilities
• Handles on all bags
• Optional extended life feature

Ordering Information

Ring / Flange Styles   Options Micron RatingMedia Type Bag Dimensions
Size Diam. Length

P1 =     7.06”     16.5”

P2 =     7.06”     32.0”

XOAM - Polypropylene See Chart S = Galvanized steel

SS = Stainless steel

P = AJR-P Flange

F = AJR-F Flange

H = Handle (Standard on all ring style bags)

XOAM

Our new XOAM bag is made from 100% pure polypropylene 
. 

feet 
of media and can retain 10.7 or more pounds of oil depending on 
the micron.

XOAM Construction

AJR Filtration

XOAM is uniquely 
designed to produce one of the highest capacity oil absorbing 

greater on microns ranging from 0.5 to 150. This bag is also 

and is available in our 7 in. steel or stainless steel ring and our 

100% recyclable.

Micron Ratings

XOAM - Polypropylene

1A      2A     5A     10A    25A     50A    100A    150A  

• Food Processing
• Hydraulic Systems
• Gelatinous Contaminants
• Vacuum Pump

Typical Applications
• Parts Washing
• Natural Gas Sweetening
• Natural Gas Dehydration

Depending on the micron.

OVER 30 SQUARE FEET 
OF MEDIA.  NEARLY 11 POUNDS

OIL RETENTION CAPACITY!

OSS = AJR OSS Flange

W. T. Maye, Inc. (WTMI)                                      1-877-705-9864                                       www.wtmi-usa.com

                                                                           info@wtmi-usa.com

W. T. Maye, Inc. (WTMI)
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Flanges Filter Data Sheet

Rev. 1/31/17
AJR Filtration, Inc. � 1200 Rukel Way � St. Charles, IL  60174

Phone: 630.377.8886 � Fax: 630.377.8889 � www.ajrfiltration.com

4” D Plastic
P3RP, P4RP, P5RP

8” D Plastic
RP1P & RP2P

7” D Plastic
P1P & P2P

7” D Plastic
P1F & P2F

P3OSS & P4OSS

P1OSS & P2OSS

4” D Plastic
P3P, P4P, P5P

7” D Santoprene6” D Plastic
XO1 Flange P1E, P2E

W. T. Maye, Inc. (WTMI)

1-877-705-9864 / info@wtmi-usa.com
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Rings Filter Data Sheet
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Phone: 630.377.8886 � Fax: 630.377.8889 � www.ajrfiltration.com

8 1/2” D - P11SH & P12SH

8” D - RP1SH & RP2SH

7” D - P1SH & P2SH

(P1SSH & P2SSH stainless steel)

5 1/2” D - P8SH & P9SH

4” D - P3SH & P4SH & P5SH

(P3SSH & P4SSH & P5SSH stainless steel)

3” Split Ring

7” D - Polypropylene Ring
P1PP & P2PP

Commercial Snap Ring
C1 & C2

4” D - Polypropylene Ring
P3PP & P4PP

9” D - PC1 & PC2

W. T. Maye, Inc. (WTMI)

1-877-705-9864 / info@wtmi-usa.com
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